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Legged

TANK TYPES



Single Pedestal ïSpheroid / Sphere

TANK TYPES



TANK TYPES

Fluted Column / Hydropillar - Composite



Standpipe

TANK TYPES



Ground Storage

TANK TYPES



Tank Locations for Reference

Basecone / Basebell Stem / Riser Access Tube



Antenna Installation Types

ü Cellular

ü Wireless Internet

ü Municipal 

ü Emergency



SAFETY



Lease Agreements

ü Check with neighboring communities

ü Plan for increases at certain intervals

ü Reviewed by attorney

ü Reviewed by qualified engineer



Lease Agreements



Lease Agreements



Containment During Reconditioning
üLease should require antennas to be removed during reconditioning





Safety / Better Results

ü Safety for Painting Contractor

ü Radio Frequencies (RF)

ü Better Results



C.O.W.s and Poles



Antennas and Paint Projects

× Cudahy, Wisconsin





Security?



Engineering & Inspections

PASS THROUGH COSTS

ü Lease requires antenna 

companies to pay for 

Engineering & Inspections

ü Wireless companies want to 

get on water towers, but often 

do not have start up money 

(like cellular)

ü Municipal / Emergency 

benefit owner or owner 

representatives



Engineering Drawing Review
ü Structural Calculations Supplied for Review

Stamped & Signed

VOverturn Calculations

(100 mph)

VUplift 

VSeismic Loading



Engineering Drawing Review
ü Additional Anchor Bolts



ü Additional Concrete Ballasts in the Foundation

Engineering Drawing Review



Engineering Drawing Review
ü Design Drawings Supplied for 

Review

ü Initial Site Inspection



Painting Considerations

ü During Antenna 

Installations


